Motor Controllers, Manual Certified for Canada

See General Information for Motor Controllers, Manual Certified for Canada

C3CONTROLS
664 STATE ST
PO BOX 496
BEAVER, PA 15009 USA

Auxiliary pole adder, Cat. Nos. DA01, -10, -11, PDA01, -10, -11.

Front mounted auxiliary contact block accessory, Model 330-FA11S25.

Side mounted auxiliary contact block accessory, Models 330-SA11S25, -SA20S25.

Shunt trip accessory, Model 330-SR25.

Undervoltage trip accessory Model 330-UR25


Handle mechanisms, Cat. No. DHM or DHM2, followed by B, G, R or W, followed by B, G, R or W; Model PHM or PHM2, followed by B, G, R or W, followed by B, G, R or W.

Manual motor controllers, Cat. No. DDS, followed by 2, 3, 4 or 5, followed by 30, 40 or 60, may be followed by -2DA01, -2DA10, -2DA11, -DA01, -DA10, -DA11.

Cat. No. PDS or PDSD, followed by 2, 3, 4 or 5, followed by 30, 40 or 60, may be followed by -2PDA01, -2PDA10, -2PDA11, -PDA01, -PDA10, -PDA11.


Auxiliary contact switches, Cat. Nos. DPA216, DPA225, DPA230, DPA240, DPA260, DPA280, DPA2100, DPA2125, PDPA216, PDPA225, PDPA230, PDPA240, PDPA260, PDPA280, PDPA2100, PDPA2125, DNA216, DNA225, DNA230, DNA240, DNA260, DNA280, DNA2100, DNA2125, PDNA216, PDNA225, PDNA230, PDNA240, PDNA260, PDNA280, PDNA2100, PDNA2125, D16A211, DA211, D125A211, PA16DA211, PADA211, PA125A211.

Load Breaks, Series DS Disconnects P or D followed by DS2 followed by 3, 4 or 5, followed by 16, 20, 25, 30, 40, 60, 80, 100 or 125 followed by SMP, SML, DHG, PHG, PH, or LPH followed by RY, BG, BA, BN may be followed by a number between 0 - 25 which represents operating shaft length.

Rotary Switches, Series CS Cam Switches: CS followed by up to 5 digit switching sequence code, followed by G, U, or R, followed by 6, 10, 16, 20, 25, 32, 40, 63, 80, 100, 125, or 200, may be followed by S22, L22, N22, K22, or P22 maybe followed by L, may be followed by RY, BB, BG, BA, BN, or RN, followed by alpha numeric code representing handle marking.

Investigated to CSA-C22.2 No. 14

Enclosures, Cat. Nos. ABSDEN4, ABSDEN3, ABSDEN1, ABSDEN2, with Handle Accessory Kit - Cam switch operating handle L22,N22,K22,P22,S22 followed by L, followed by RY,BG,BA,BN,RN, followed by numbers and letters identifying handle marking, Series DS operating handle DHG or PHG followed by RY or BG.

Last Updated on 2012-06-11
Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format: "© 2014 UL LLC".